POCKET | WEATHER RESISTANT SILL

ALUMINUM MULTI SLIDE - 1 TRACK - 2 5/16" LEG EXTENSION

System Letter: Order #: A
Location: B
Date: C

POCKET BOARD 4 5/16" [110]

ROUGH OPENING HEIGHT

OVERALL HEAD & JAMB FRAME DEPTH
2 3/8" [60]

PROVIDED BY
OTHERS

ALLOW 3/4" [19] FOR ROUGH OPENING

9/16" [14] RECOMMENDED HEAD/JAMB FRAME BACKSET

INTERIOR EXTERIOR

1 3/16" [30] 2" [51] 2 5/16" [59]

OVERALL HEAD & JAMB FRAME DEPTH
2 3/8" [60]

NOTE: SILL PAN REQUIRED. RECOMMEND CONSULTING WITH A WATER PROOFING CONSULTANT TO ENSURE ADEQUATE DRAINAGE.

SHIM AS REQUIRED

OVERALL SILL DEPTH 3 1/2" [89]


13/16" [20]


2 5/16" [59] 2 5/16" [59] 2 5/16" [59]

NOTE: SILL PAN REQUIRED. RECOMMEND CONSULTING WITH A WATER PROOFING CONSULTANT TO ENSURE ADEQUATE DRAINAGE.

PROVIDED BY OTHERS

ALLOW 3/4" [19] FOR ROUGH OPENING

9/16" [14] RECOMMENDED HEAD/JAMB FRAME BACKSET

OVERALL HEAD & JAMB FRAME DEPTH
2 3/8" [60]

POCKET BOARD 4 5/16" [110]

ROUGH OPENING HEIGHT

OVERALL HEAD & JAMB FRAME DEPTH
2 3/8" [60]

PROVIDED BY
OTHERS

ALLOW 3/4" [19] FOR ROUGH OPENING

9/16" [14] RECOMMENDED HEAD/JAMB FRAME BACKSET

INTERIOR EXTERIOR

1 3/16" [30] 2" [51] 2 5/16" [59]

OVERALL SILL DEPTH 3 1/2" [89]